
PROTECTOR 
CONECTOR F

$795 MXN

Frequency Range
Forward Path 54 MHz to 870 MHz
Return Path 5 MHz to 42 MHz

Forward Path
Gain 30 dB
Flatness ± 1.0 dB, 54 MHz to 870 MHz
Gain Control Range 10 dB
Tilt Control Range 10 dB
Noise Figure 6 dB, 54 MHz to 550 MHz

4 dB, 550 MHz to 870 MHz
Return Loss -14 dB, 54 MHz to 550 MHz

-12 dB 550 MHz to 870 MHz

Return Path
Gain 20 dB
Flatness ± 0.5 dB
Gain Control Range 10 dB
Return Loss - 15 dB
Input Level 115 dBV @ 36 MHz

Power Adaptor
Input 100 Vac to 240 Vac, 50/60 Hz
Output 24 VDC, 1 A

Connectors
Input/Output "F" type female
Power 1.3-mm DC power jack
Dimensions 9” (L) x 4.5” (D) x 1.87” (H)
Weight 2.5 lbs.
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CARACTERÍSTICAS
Protector anti-humedad para conector F de LNBS, pack de 25 
unidades, aíslan la humedad y alargan la vida útil de los LNBS 
en Zonas frías y de lluvias.




